CONDENSED

MINI-BATTEN Tmcmnicar

REFERENCE
FASTENING INFORMATION
ATTACHMENT DETAILS » Clips
" Clip spacing is based upon the design loads, the
spanning capacity of the panels, the fasteners and
the support members.
1"
l Clips are 0.027" thick, G90 galvanized.
Clips can accomodate thermal expansion and contraction.
» Fasteners

Overdriven fasteners will cause panel distortions.

Fasteners should extend 1/2" or more past the inside

face of the support material.

= 3/"

Clip Fasteners:

#10-12 Pancake Head Wood Screw
112" Concealed End Fastener:

#10-12 Pancake Head Wood Screw

Trim Fasterners:
1/4"-14 x 7/8" XL Stitch Screw
1/8" x 3/16" Pop Rivet

PANEL CLIPS
§\
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BEND DOWN OVER PANEL
MINI-BATTEN MINI-BATTEN
(1'/2" rib height) (1" rib height)
m t I I Anchorage, AK 866.640.7663 Independence, MO 800.747.0012 Seattle, WA 800.431.3470
e a sa es Bay City, M1 888.777.7640 Jacksonville, FL 800.394.4419 Sellersburg, IN 800.999.7777
manufacturing corporation | peer | ake, PA 800.544.2577 Jefferson, OH 800.321.5833 Sioux Falls, SD 888.902.8320
- p P Denver, CO 800.289.7663 Mocksville, NC 800.228.6119 Spokane, WA 800.572.6565
Detroit Lakes, MN 888.594.1394 Nashville, TN 800.251.8508 Temple, TX 800.543.4415
l l h‘ Fontana, CA 800.782.7953 Rock Island, IL 800.747.1206 Woodland, CA 800.759.6019
, Fort Smith, AR 877.452.3915 Rogers, MN 800.328.9316
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